
Puma Multi-Grade High Performance Oils

Product:	 Puma Power Motor Oil 15W-40		  Code:	21113

Product:	 Puma Premium Motor Oil 15W-40		 Code:	21111

Category:	 Engine Oils

Description

Puma Diesel Engine Oils are high quality multi-grade long drain lubricating oils, primarily manufactured from 

Group II base oils. Specially developed for use in all types of high output normally-aspirated and supercharged 

diesel engines operating under very severe duty or which are subject to deposit formation or excessive wear 

due to design characteristics or to the fuel employed. These oils are formulated from selected base stocks 

with high viscosity index and low pour point. These oils are treated with a large percentage of additives to 

impart superior detergency together with high dispersant, anti-oxidant, anti-corrosion, anti-wear and anti-

foam properties. 

Product Specifications 

Puma Power Motor Oil 15W-40

Meets the requirements of the following specifications: 

�� API: CI-4/CH-4/CG-4/CF-4/CF/SL

�� ACEA: E7, A3/B4-04

�� CAT: ECF-2 (Self-certified)

�� DEUTZ: DQC-II-05

�� MTU: Type 2

Formal OEM-Approvals Letters:

�� MB-Approval 228.3

�� Volvo VDS-3

�� MAN: 3275-1

�� RENAULT VI RLD-2

�� MACK: EO-N 

�� Cummins: CES 20077/20078

Puma Premium Motor Oil 15W-40

Meets the requirements of the following specifications: 

�� API: CI-4+/SL

�� ACEA: E3/B4

�� MB 228.3

�� MAN: 3275-1

�� RENAULT VI RLD-2

�� DEUTZ: DQC III-10

�� Volvo VDS-3

�� CAT: ECF-2

�� CUMMINS: CES 20077/20078

�� MACK: EO-N
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Puma Semi-Synthetic Diesel High  
Performance Oils

Product:	 Puma Diesel Engine Oil 10W-40		  Code:	21114

Category:	 Engine Oils

Description

Puma Diesel Engine Oil 10W-40 is a high quality multi-grade long drain lubricating oil, manufactured from Group 

II & III base oils. Specially developed for use in all types of high output normally-aspirated and supercharged 

diesel engines operating under very severe duty or which are subject to deposit formation or excessive wear. 

Fully loaded fleet engines are protected during long haul trips through the toughest roads thanks to Group 

II base oil technology. This oil is low SAPS and provides fuel efficiency. Puma Diesel Engine Oil 10W-40 is 

formulated from selected base stocks with a high viscosity index and low pour point. It is treated with a 

large percentage of additives to impart superior detergency together with high dispersant, anti-oxidant, anti-

corrosion, anti-wear and anti-foam properties. Transport companies can directly benefit from a lower cost of 

ownership through fuel efficiency and engine life extension. 

Product Specifications

Meets the requirements of the following specifications:

�� ACEA: E4/E7-12

�� API: CI-4 

�� Cummins: CES 20077/78

�� Scania: LDF-2

Formal OEM-Approvals Letters:

�� MB-Approval 228.5

�� Volvo VDS-3

�� MACK: EO-N

�� RENAULT VI RLD-2

�� MAN: M3277
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Puma Multi-Grade Performance Oils

Product:	 Puma HDX Motor Oil 15W-40		  Code:	21112

Category:	 Engine Oils

Description

Puma HDX Motor Oil 15W-40 is a high quality lubricating oil specially developed for use in all types of high 

output normally-aspirated and supercharged diesel engines operating under very severe duty or which are 

subject to deposit formation or excessive wear due to design characteristics or to the fuel employed. This 

oil is formulated from selected base stocks with high viscosity index and low pour point. Puma HDX Motor 

Oil 15W-40 is treated with a large percentage of additives to impart superior detergency together with high 

dispersant, anti-oxidant, anti-corrosion, anti-wear and anti-foam properties. 

Product Specifications

Meets the requirements of the following specifications:

�� API: CF-4/CF/SJ

�� MB 228.1

�� MAN: 3271

�� Volvo VDS

�� DEUTZ: DQC-I-05

�� MTU: Type 1
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Puma Monograde Performance Oils

Product:	 Puma Motor Oil SAE 10		  Code:	21101

Product: 	 Puma Motor Oil SAE 30		  Code:	21102

Product: 	 Puma Motor Oil SAE 40		  Code:	21103

Product: 	 Puma Motor Oil SAE 50		  Code:	21104

Category:	 Engine Oils

Description

Puma Monograde Motor Oils are high quality lubricating oils specially developed for use in all types of high 

output normally-aspirated and supercharged diesel engines. This includes those operating under very severe 

duty, those which are subject to deposit formation, excessive wear due to design characteristics or to the fuel 

employed. These oils are formulated from selected base stocks with high viscosity index and low pour point. 

These oils are treated with a large percentage of additives to impart superior detergency together with high 

dispersant, anti-oxidant, anti-corrosion, anti-wear and anti-foam properties. 

Product Specifications

Puma Motor Oil SAE 10

Meets the requirements of the following specifications: 

�� API: CF-4/SJ 

�� CAT: TO-2 

�� Allison C-3 

Puma Motor Oil SAE 30 

Meets the requirements of the following specifications: 

�� API: CF-4/SJ 

�� Allison C-3 

Puma Motor Oil SAE 40 

Meets the requirements of the following specifications: 

�� API: CF-4/SJ 

�� Allison C-3 

Puma Motor Oil SAE 50 

Meets the requirements of the following specifications: 

�� API: CF-4/SJ 
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